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Thank you for purchasing our product. If there are any questions, or requests, please do not hesitate
to contact the dealer.

Disclaimer

®

CAUTION

The default password is used for youirgt login. To ensure account security, please chang
password after your first login. You are recommended to set a strong password (no less th
characters).

The contents of this document are subject to change without prior notice. Updatédevil
added to the new version of this manual. We will readily improve or update the products or
procedures described in the manual.

Best effort has been made to verify the integrity and correctness of the contents in this
document, but no statement, inforation, or recommendation in this manual shall constitute
formal guarantee of any kind, expressed or implied. We shall not be held responsible for any
technical or typographical errors in this manual

The illustrations in this manual are for referermaly and may vary depending on the version
model So pease see the actual display on your device.

Due to uncertainties such as physical environment, discrepancy may exist between the actual
values and reference values provided in this manual. The ultimgtié to interpretation resides

in our company.

Use of this document and the subsequent results shall be entirely on the'susam
responsibility.

Conventions

Document Conventions

Convention Description

Boldface font

Commands, keywords, parameters andl®lgments such as window, tab,
dialog box, menu, button, etc.

Italic font Variables for which you supply values.

Separate a series of menu items, for exampleyice Management Add

Device
Symbols
Symbol Description
/_\ Contains importantafety instructions and indicates situations that could
WARNING! cause bodily injury.




Symbol Description

@ Means reader be careful and impropgperationrs may causelamage or
CAUTION! malfunction to product

@NOTE! Meansuseful or supplemental information about the use of product.
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1 Introduction

TheVideo Management Softwaiie a device management software suite for small video surveillance
solutions. It issasy to deploy andperate and suitable for scenarios with relatively small number of
video channels, such as super markets, park areas, and residential communities.

TheVideo Management Softwarenplements various video surveillance services, sudivasiew,
playbackcameramanagement, recordingtoragemanagement, arms,sequence displayideo wall

and emap. TheVideo Management Softwaralso integrates various storage functions such as NVR
storage andocal storageltis applicable for mediurand smallsized video surveillance applications.

Figure 11 TypicalApplication

Video Management Software .
Monitor

Switch NVR

Monitorg

2 Installation, Upgrade, and Uninstall

System Requiremeast

TheVideo Management Softwareomponentsshall be installed on PCs that meet the performance
requirements. They can be installed a single PC or on separated PCs.

System requirements fovideo Management Software



ltem Requirements

Operatng Microsoft Windows7/Windows8 (32-bit or 64-bit).
System

CPU Intel Pentium IV 3.@GHz or higher.

Memory 1 GBor higher

Network card Gigabit Ethernet network card (or higher) are recommended.

Display

definition 1280*720 or higher

System requirements fovideo Storage Software

Item Requirements
Operatirg Microsoft Windows7/Windows 8 (32-bit or 64-bit).
System
CPU Intel Pentium IV 3 GH or higher.

Memory 1 ABor higher.
1TB or higher.
HDD Note:

The capacity of hard disk depends on t@ume of data to be storedvou can
figure out the capacity by the formula provided in tiawe below

Network card GigabitEthernet networkcard (or higher) are recommended.

System requirements fdvledia Switch Software

Item Requirements
Operatirg Microsoft Windows7/Windows 8 (32-bit or 64-bit).
System
CPU Intel Pentium IV 3.GHz or higher.

Memory 1 &Bor higher.

Network card | Gigabi Ethernet network card (or higher) are recommended.




E2 NOTE!
. Playing video from multiple channels simultaneously or playing video at higher resolution r

higher hardware configuration.
The software operates on a 3fit operating system, or on a @it operating system that can hc
32-bit software programs.
The recommended hard disk space Y4deo Storage Softwarghould be able to store 1080P
Mbps bit rate) video for one week. To store more channels of videos with longer time, us
disks vith larger capacities. To figure out the hard disk space required, please use the fi
capacity (GBl stream (Mbps) x 60 x 60 x 24 x days x channel numbers/8/1024. For exam
capacityrequired fora 6 Mbps videoto be stored for seven days is abt 443 GBand that for25
channels of CIF (ibps stream) is about 1.8 TB.

Installation

To instalthe Video Management Software
1. Doubleclickthe setup file Follow the instructions t@roceed

2. All componentswill be installedby default. To customizéne installation, cIicI'\g:‘ to choose

whether to install the component.
3. TheVideo Management Softwares installed onthe system disk by default, for example,

C\ProgramFiled Video Management SoftwareAfter the installationis completel, the! @ .

and icons ae displayed on desktop.

Upgrade

To upgraddahe Video Management Softwayplease use the installation package of the new version
to reinstall. For detailed stepseelnstallation

Uninstall

You can uninstathe Video Management Softwarky the uninstall shortcut or usingthe uninstall
option of the installer.

Quickly Uninstall
1. SelectStart>All Programsand go to the program folder.
2. ClickUninstall
3. ClickYesto uninstall the software.
Uninstall Usingthe SetupFile
1. Doubleclickthe setup file The installation wizard appears. Chbxt
2. SelectRemoveand clickNextto uninstall.



3 StartingComponents

Video Management Software

As a centralized management platform for video surveillance devibesVideo Managemen
Softwareallows you to configure parameters,ammtain the system, and query video recands and
perform other basic surveillance service operations.

1. Doubleclick @ I and enter the login interface.

2. Use the default usernamadmin and password 23456for your first login.
@ CAUTION!

Upgrading or reinstallinthe software will not change the previous password (admin, 123456 o
other custom password) for the admin user.

After successful login, the control pangppears The following table describes theons on the
panel.

Icon Description

Systemmenu

Lock account

) Switchuser

(7] Click to download sermanual
iy Click to view latestlarms

e Info

A2 Task management

admin Currentuser

@ NOTE!

1 Before performing operations on the interfacenake swe that you haverelated operatior
permissionsFordetails seeUser Managemet.

It is recommended that yoahange your password after your first login. For details,Medify Use
Accountinformation




Video Storage Software

As a storage servahe Video StorageSoftwarereceives and stores data from tleelgedevices and
providesVOD yideoon demand services.

o
1. After the installation is completd, doubleclick @ to run the software The icon that
appears in the lower right corner of the task ladicates the softwarés running.

2. Rightclick in the task baand chooseAuto Run.

If youselectAuto Run, the PC will automatically rue softwareupon startup.
If you sdect Auto Login to Windows and then enter the username and password for the
Windows you willautomaticallylog in to theWindowsafter the PC is started

Media Switch Software

As a stream media servéine Media SwitctBoftwareforwardslive preview dataon acameraif video
streamson thecamerareach the limit or he network bandwidth is insufficient.

N
1. Aftertheinstallation is completecblick““5 on the start menu to enter theoftwareinterface

| Stop | Config About

Source IP | Source Port Local IP Local Port(In} | Local Port(Out) | Operation | Client IP Client Port

¥ NOTE!
After the softwareis started, the mediaswitch service is started by default. Cli@topto stop the
service if required.

2. Inthe dialog boxthat appears, clickConfig




Server Port 29000

Language English -

Auto Run

Auto Login to Windows

Username
Passwaord

OK Cancel

3. To run the service automatically upon PC startup, sefetb Run To automatically log in to
Windows selectAuto Login to Windowsenter the username and password.

4. ClickOKto completethe configuration.

4 Live View

You need to add an encoding device before usiiregvideo Management Softwarte view live video
on theencoding device.

Encoding Device Management

Addan Encoding &vice

@ CAUTION!

It is recommended thayou addan IPcameraonly inone Video Management Softwar® ensure
proper management

You can add an Ifamerato the Video Management Softwaréirectly or by adding its connect
NVR. The setting parameters displayed Ifdcamera may vary, depending on the way of add
For the actual parameters, see the display on your device. The following uses the way ¢
adding as an example.

Search forand add an online device
On the control panel,;selectDevice Managementand then follow the steps shown in the figure
below.



9 Managed Device(8) | < Add o Edit = $ Delete | (= Configuration  F Status
coding Device o Hame IP Address, Status Hodel Device Configuration Version Info
rage Device WVR308_206.9. 252.2 208.9. 2522 Online WR F3H19PIS

% Stream Media Server IPCI_206. 10,251,107 206.10.251. 107 Online IeC BOOLZDIS

S The list displays the added encoding devices

Hodel wice Configuratif Serial o YVersion Info Added
WYRZ01 21023501 53156000037 FZ31TI0S o

%*ect the deS red dew%unnunnnunm B3118P20 ¥o

NVR30S 21023501 N3F 158000133 E3118F20L01 o

2 NOTE!
By defaultthe system automatically searches for all online devices on the LAN and updates
periodically.To searcha specifiedhetwork segment, clic’® and select theSearchSegmentcheck
box.

You can alscclick®. Then the system searchdsr all online devices on the same network
automaticallyaddsthem to the devicdist.

After clicking o™, you may clickdAdd to add the device to the default groupor clickAdd to Groupto

add to a specified groupThe devices that are addedfter searchare named in format oflevice
type_IP address

You can rightlick an onlinedevice in the list to configure the auxiliary parameters. The following
table describes the parameters.

Parameter Desciption
. Change the device HIdress
EditNetwork Address o ) ]
Note: You need to be the administrator to access this function.
AccessNVebPage Opensthe login pagdor the devicein a Web browser

Manually addone or multiple devices

Click™o" right to ManagedDevice A dialog box appears.

To addonedevice selectlP/Domain and then enter IRddress port, username and passward

To add multiple devices, seld& Segmentand thenenter the start and end IP addresses, port,
username and password.

You can clicAddto add the encoding devi¢s)to the default group or clicldAdd to Groupto add to
a specified group.

Modify anEncodingDevice

To modify a encodingdevice:

1. On the control panel, sele@evice Management
2. SelectDevice>Encoding Device

3. Select thadesired device and clidkdit



4. Inthe Device Infodialog box (as shown iManually addone or multiple devicg that appears,
modify parameters.

Delete anEncodingDevice

To delete a devicewith configuredstorageresource, you need tdelete storage resource firgsee
Configure a Storage Dev)ce

To delete a encoding device
On the control panel, sele@evice Management

N

SelectDevice> Encoding Device
3. Select the devie(s)to delete and cliclbelete
4. In thelnfo dialog box, clickes

RemotelyPerform Operations on ariEncodingDevice

Restartan encodingdevice oraccessts Web interface The operations can be performed when the
device is online.

1. On the control panel,edectDevice Management

2. Follow steps in the following figure to perform operations on the device.

G -

(© Encoding Device )9 Managed Device(8) = =k Add o Edit 3¢ Delete (@ Configuration = @) Status

w% Decoding Device IF fddress Status

o Fame
% Storage Dewice 9 + LFC1_Z0E) 10,251, 107 Z0R AN, 251, 107  Online IFC

[
. . Confi ation
% Stream Media Server %Iect the deSII’Ed deVIce et e
Kestart

w% Cloud Dewice
Select the desired operation

Hetwork Keyboard
Configuiation: Log in to thedevice'sWeb interfaceto configureparameters

Restart Perform this operation with cdion becausat may affect theongoingservices.

Check Device Operation Status

To check the operation status of the devices:
1. On the control panel, sele@evice Management
2. Follow steps in the following figure to check device operation status.



‘ Device ’o Group |
= Encoding Device 9 Managed Device(3) = == Add =~ &7 Edit | 3 Delete Configuratio ( (7] Status) 9 Enter Keywords \
; wice Configuratis

=
== Decoding Device Vv | Name ‘ IP Address Status |

Version Info |

2 Storage Device [ 1Pc1

5 Stream Media Server

m Device Type | IP Address Disk Status(Free/Total)

&= Cloud Device

&5 Network Keyboard Pcl IRC 20313318 M Online @ No
IPC2  IPC 203133110 M Online @ No
E— R

Group Management
The system managelevice chanals by group.
Add aGroup

To add a group:

On the control panel, seledevice Managementand thenfollow the steps shown in the figure

below.
s (D @
[
#MdGrDunlg =F Import Camera = ¢ Edit  § Delete [ Configuration

Default Grol MName

IP Address

(Name: |

ﬁ Add Ple) Cancel
|

The added group is displayed in the group list on the left.

)L3)
‘

Delete aGroup

To delete a group

1. On the control pael, selecDevice Management
2. Click theGrouptab.

3. Inthe group list on the left, select the desired group and .
4. Inthe Info dialog box, clickes



Device Group

=k Add Group =F Import Camera | ¢~ Edit | 3£ Delete

Default Group + ‘ Name

S - -
Import Cameras

To import camerato a group:

On the control panel, seledevice Managementand hen follow the steps shown in the figure
belowto import the desired camera(s) to a specified group

Device ( Group )0

a4 Add Group

(-%- Import Camera)gEdit 3¢ Delete Configuration

Default Group | MName | IP Address | Stat

Encoding Device Group +

Enter Keywords |
B[ ]Eyre 6 [ [ Default Group
) e omm

mportAl Select group

Enter Keywords

|| =g IPC1

[ 1IPCD
Select cameras

You can clickmport All to import all cameras to a specified group.
Click ¥ to rename a camera in the group
Click#t to delete a camera from the group.

As shown in the following figure, the imported cameras are displayed in the list on the right. You can
edit, delete, or configure a camera.

Device Group
=F Add Group =5 Import Camera ( 7 Edit 3¢ Delete Conﬁguration)
Default Group + | MName | IP Address |
_ []Pe2 203.133.1.10 Online
D IPC1 203.133.1.8 COnline

Play Live Videos

You can play liveudio/video ofa camera in aindow.
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After a camera is imported to a grouygoucan play live videm awindow, manipulatethe live video
by clickinghe buttons on theLiveViewtoolbar.

PlayLive Video in aWindow

To play live video inwindow:
On the control panel, seletive View and then follow the steps shown in the figurelow.

View

@
El [ Default Group i= .
Double-click the camera
Cee )0 . _
— or drag it to awindow

HS61

E@ NOTE

If you click a camera and then cl = on the right you canchoose to play live videtrom the
camerawith the main, sub or third stream

Live View Toolbar

The liveviewtoolbar isunderthe panes. The following table describes the but®on the toolbar.

Button Description

Switchesscreenlayout.

Qustom layout.

Drag the mouse to select screens and then dak Up to five custom
layouts are allowed.

Saves the current view.

Saves the current view as another name.

Closesll windows playingidecs.

DEE B B
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Button

Description

Playgthe live video of the previous nzeraor view.

PausesResums sequence display.

Adjusts the sequence display interval.

Playshe live videcoof the next camerar view.

Adjuststhe MICvolumeor mutes theMIC for the PC itwo-way audia

xiel-Jof=|-

Full screen.

The followirg table descr

ibes the buttons dhe floating toolbar.

Button

Description

Takes sapshots.

Note:
You can set the path to store screenshintSystem Configation.

Records and stores live vidptayingin currentwindow. Click this button
again to stop recording.

Note:
You can set the path to stoxédeo recordsn System Configation.

OpensPTZ cotrol.

Note:
This function is available only for cameras with PTZ configured.

Enablesor disabledligital zoom.
Note:
Zooms irona region of live videplayingin the currentwindow.

Adjuststhe speaker volumer mute it forthe PC.

Startsinstant playback.
Note:

Plays back the live video playimgtihe current window fothe last5
minutes and 30 secondghe timecannot be changeédThe playback
pausesat the end

(2.00Mbps, 1280x720)

Bit rate and resolution of the current video.

Shortcut Menu of Live View

The following table describes key parametergiomshortcut menu.

12



Parameter Description

Digital Zoom Click to enable digital zoorfio disable digital zoom, click to deselect

Selects atream type for the current window: Autanain, sub anthird
stream.

Note:

The option of suland third stream will be available only when the dev
supports this feature.

This feature is unavailable in sequence display.

Stream Type

Triggers manual alarm.
Note:

Manual Alarm It is recommended that yaeonfigure triggere actions for manual alarmigrst
(see Configure AlarnTriggered Actiop Each time you click this button, ¢
alarm is generated and reported and the correspondicigpn is taken.

Displays informatiombout the camera corresponding to the curremindow,
Camera Info including the frame ratesesolution,bit rate, video compressioformat, and
packet loss rate.

System Shortcut to enter the system parameter configuration interface. For details
Configuration seeSystem Configation.
PlayLive Videsby View
Bydefault view

To play live videos kgefault view:
On the control panel, seletive View and then follow the steps shown in the figure below

e

B [ Default View
[ J1-split @9
FH 4-split Qick Play
FHH 9-split
FH 16-split
fEf 25-5plit

B [~ Custom View

Atfter you click a X-Splitview, live videoof the camerain the camera lisare played inXwindows

For example, d-Splitdefault view is displayedith four windows Window 1 plays the live video of
the first camera in the camarlist,andwindow 2 plays the secondnd © on.

By custom view
You need to save a custom view before playing it.
Tosave the current view as custom view:
On the control panel, seletive View and then follow the steps shown in the figure below

13



0 ver )

[ Default View

E-‘Custom View @f'.) |

Add View

Mame: | View|

4]

TheCustom Viewlist on the left displays theiew that is successfully added.
To add or modify a custom view, follow the steps shown in the figure below.

View

‘D [~ Default View
[]1-split
FH 4-split
[ 9-split
FH 16-split
fE 25-split ’
B i Custom View y .E.'
( [ Views o > E) A\ L& Lun
Live videos are played
: = according to the layout
Bl [~ Default Group \ - '?I - =

wZIpPC1

= 1PC2

HBiS61
EEEOE@C

OOk
(2 N5

Click to save the current vievi:lick to save the currenview asanother view.

In the Custom Viewlist, doubleclicka viewor selectthe viev and click the ® button to play the

live videoaccording to thespecifiedsurveillancdayout

PTZ Control

Through PTZ control, you can remotely control R®6dming,focusdistance wiper, and so on. The
system also allows you to set pregmsitionsfor a PTZselect camera patrol route, and so on. With

14



PTZ positions preset, you can set a preset position as a guarding position. You can also accessing the
auxiliary functions such as 3dsitioning shortcut PTZ, and so on.
After finishing the preparatiotasks, you can perform PTZ control through PTZ panel.

2 NOTE
PTZ control ionly available tocameras withPTZconfigured Whether or not a PTZ cont
operation can take effect is determined by the functions and PTZ protticaishe PTZ came
supporis. For example, some preset positions of certain Bdiziera are assigned to spec
functions (such as wiper, menu, and so.@y you need to refer to PTAmeraspecification befor

performing PTZ control.
1. On the control panel, seletive View

2. Playlive Video in awindow.

3. Click thewindowand thenclickn on the toolbar to open the PTZ control panel.

4. See the following table togsform PTZ control.

Parameter Description

Controls the PTZ rotation direction.

Note:
When the PTZ control panel is displayed g8Bitioningmust be disablec
first), put the mouse on the correspondiwindow, and when the mous:t

cursor changes into a triangle (Ii’), you can click and hold the le
button and then move the mouse tadjust the viewing direction of th
PTZ camera.

Adjustscamerafocallength andzoom.

15



Parameter

Description

EnablesbDisablesthe light.
EnablesDisables the wiper.
Enablesbisables the IR.
EnablesDisables the heater.
EnablesDisables snow removal function.

Adjuststhe PTZ rotation speed.

K
]
(]
B

With the 3Dpositionng function enabled, click a point in t@ndow
and the PTZ will rotate to the direction of the point. You can zoor
on a region byholdingthe left button of the mouse and dragging froi
upper left to lower right or zoom out a region blolding the left
button of the mouse and dragging from lower right to upjtest.
When 3Dpositioningis disabled, you can use the mouse to control 1
rotating direction of the PTZ. For example, when you move the mq
point to the upperright corner of thewindow, the point changes tc

w. You can click the mouse to have the PTZ ediathe upperright
direction.

List of preset positions for setting and selecting.
: Moves PTZ camera to the selected preset position.

: Adds the current PT@ositionto the presetposition list Ensure
that the number fora newpresetposition is unique. Otherwise, th
new preset positiorwill overwrite an existingreset.

E: Deletes a preset position.

: Sets a preset as a Pidme position and set the correspondin
time (Return to Home Afte), after whichthe PTZ camera goes back
the home position when it is released and no operation is perforrr
to it.

Patrol route list.
u: Starts a patrol route manually.
E: Deletes a patrol route

u: Records a patrol routeAfter you clickRecord you can specify
the rotation direction and zoom value. The system resoedch
motion trail parameter and automatically addisto the action list.
ClickStopto complete action recording.

E: Patrol coniguration.You can configure patrol routes and plans

In Patrol Route Infg specify the number andame for the route. Clicl
Add to add an action. Us&Jp, Down, Set Topand Set Bottomto

16



Parameter Description

change the order of the actions.
Actions include:
Go to a certain pset with a specifiedluration of pause;

PTZ movement with specified direction, zoom, speed, duration
pause. ChecKeep Rotatingo make the camera rotate constantly.

In Patrol Plan, configure your daily patrol plan.

Sequence Display

StartSequence Diay by Camera Group

Tostart sequence display by camera group:
On the control panel, seletive View and then follow the steps shown in the figure below

View . Select the desired window. By
0 @ default, thefirst idle window is
| 1» e \ used for a sequence
(=] [ Default Group (3) ‘
| ‘ 1 Time Sync
2 1PC1
- ‘ Sequence Display )
wg IPC2 : oF N
=3I NVRL ="
l

After sequence display &artedfor a camera grouplive video of cameras in the groigplayed by
turns in the specifiedvindow.

Cliclm oru to pause or resume sequence display. C“ ornto play live video of the
previous or next camera. CIi to adjust the sequence display interval.

StartSequence Display by Default View

Tostart sequencedisplay by default view:
On the control panel, seletive View and then follow the steps shown in the figure below

17



( View) o

I Enter Keyword
B [ Default View
[ ]1-split >
FH a-split
] 9-split
FH 16-Split
fH 25-split

[~ Custom View +{0Q

After sequence display &artedfor a defaultxSplitview, live video of cameras in the camera ikst
played by turns in windows

For example, d-Splitdefault view is displayed witfour windows Window 1 plays the live video of
the first camera in the camera lishhd window 2 plays the secondnd so on. After a sequence
display interval (assume 20s)indow 1 plays the live vide of the fifthcamera,andwindow 2 plays
the sixthand so on.

20s
—

Cliclm orn to pause or resumé¢he sequence display. Clin orn to play live video of

©
the previous or next camerar play live video of the previous or next group of camemk:

to adjust the sequence display interval.

StartSequence Display by Custom View

Tostart sequence display by custom view:

On the control panel, seletive View and then follow the steps shown in the figure below
( View ) o s \

I oras l l

Her Keywl

[ Default View

5 [~ Custom View +
[id view 1

View 2

m

After seguence display istartedfor the custom viewgroup, each custom views playedby turns

18



Clickm oruto pause or resume sequence display. Cn ornto play the previous or

next custom view. CIi to adjust the sequence display interval.

5 Recording and Playback

After recordingvideos, you can obtain the video record by searching.Then you carnplay or
download thevideo record. Before that, you need to prepare a storage dewdnd runthe Video
Storage Software

Storage Device Management

Add a Storage Device

To add a storage device:
On the control panel, selecDevice Managementand then follow the steps shown in the figure
below.

Do
£% Encoding Device Managed Device(1) eEdit ¥ Delete =l Configuration Enter Keywords

=+ Decoding Device v MName l 1P Address Status Free Space (GB) Service Stz

Coonpereis) @ oeice i SR o The listdisplaysthe added
UL Stream Media Server Storage de\/'CeS
. Device Name
= Cloud Device
IP/Domain
4 Network Keyboard . . .
Por 26000 @ Enter device information
Username admin
Password | sessss
‘ Add '@hncel

ThelP/Domain indicates the IP address or domain name of theng@lled with the \tleo Sorage
Sftware. Use a username and password with the permissmmldgging in tothe Video Storage
Software

Modify a Storage Device

To modify a storage device:
On the control panel, sele@evice Management

2. SelectDevice> StorageDevice
3. Select thadesired devicand clickEdit
4. IntheDevice Infodialog box (see #figure inAdd a Storage Deviganodify the parameters.
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Delete a Storage Device

To delete a storage device:

1. On the control panel, sele@evice Management
2. SelectDevice> Storage Device

3. Select thedesireddevie(s)and clickDelete.

4. In thelnfo dialog box, click'es

@ CAUTION

Deleting a storage devicasing theVideo Management Softwarmdoes not stop the execution of t|
existing plans on the storage device. To stop all the storage operations on the deviagesa tc
stop Video Storage Softwaffést.

Configure a Storage Device

You can allocate storage resousder cameras as required by customers; you can also have cameras
operate in different storage modes.

@ CAUTON!

Make sure that you have the correspondiXN@deo Storage Softwareperation permissionbefore
parameter configuraion.

To configure a storage device:
On the control panel, seleddevice Managementand then follow the steps shown in the figure

below.
0
== Encoding Device Managed Device(1) = = Add & Edit 3% Delete @ Enter Ke
= Decoding Device ¥ Name 1P Address Free Space (GB) Service Stat
9 9 203132139 Online 6 Started
Stream Media Server Select the desired storage device x
= Cloud Device
= Network Keyboard Bl system Senice Port | 28000
Device Info
Download Port | 28002
Time
User VOD Port 28554
=l Network Apply
Port
=l storage
Disk
Channel
The following table describes key parameters.
Parameter Description

Enables or disables time synchronization with the NTP satvfeted time
Time Note:
System To enable this function, you need to set a valid NTP server address.

Select the useaccount to modif andchange the password
Note:

User
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Parameter

Description

Theadministratorcan modify configurations of all users, and the opere
can only modify their own configuration.

ServicePort: Communications @rt for the Video Storage Software.
Download Port: Video downloading port forthe Video Storage

Network | Port
Software
VOD Port Communicationport for VOD mediaervices.
Disk Allocate or delete storage space.
Toviewstorage stream, storage space, and HDD stratéglye channel for
acamera
) =
Select a storagehanneland click ™ to delete the storage resources
configured forthe channel
To configurethe storage stream, space and strategiseeFor cameras
directly connected to the Video Managementft3@re.
TotavFree: 122c1¢ (NG
IP Address Stream  Allocated(GB)  HDD Full
208.208.105.110 Main 100 Overwrite
Storage 20820810550  Main 20 Overwrite 1l
Channel 208.208.105.22 Sub 1 Overwrite

Note: Configure disk storage spaaad recording scheduldé&foreyou
proceed to any other operations

Restartthe Storage Service

@ CAUTION!
Restartinghe storageservice may affect othesngoingservices.

Torestartthe storage servicéor a storage device

1.

2.
3.
4

On the control panel, sele@evice Management
SelectDevice> StorageDevice

Rightclickthe storage device anthen selectConfiguation.
ClickRestartServicein the popup dialog box.
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Recording Configation

ConfigureRecordingschelule

After you configure storage resources for a camera, sphecifiedstorage servewill automatically
start recording and storing according to tpin. It will stop automatically after the end time.

Forcameras directly cnnected tothe Video ManagemehSoftware
[ NOTE!

The following configuration is applicable onlytke cameraghat the Video Management Softwe
directly manages

On the control panel slect RecordingSchedule and then follow the steps shown in the figure
belowto configure a recaling schedulefor a camera directly connected the Video Management

Software
Clem s -
e 7 " @ Select astorage device
= E Default Group (Server Storage1 'Dst-jrage Capacity
=l IPCL
- Template Edit Template )
"‘:IPQ%leCt the ‘ 0 Z 4 3 g 10 12 14 16 18 20 22
/G ; s D
desired camerg (- Mo
[y NvRL Tuesday
Wednesday
= IPC3
B Thursday
=gplPC4 Friday
=pIPC3 [o0 c00 ~23 ;59 [00 00 ~00 00 [00 :00 ~00 00 [00 100 ~00 :00 CopytoAl -
Saturday L
Sunday © Draw arecording schedule
\
Holiday

The following table describes the key parameters.

Parameter Description
m Deleting tool: delete all recordingchedules
Edit Template Edit a drawrtemplate.
To apply e recording schedule to other cameras:
S 1) ClickCopy To . _ .
2) Select the desired cameras the dialog box that appears
3) ClickOK
Performexception recording on holidays.
; On the set holiday; the systenonly performsrecordngat the time that is
Holiday . . ) . .
configured accordingo the holiday configuratiomnd performsnormal
recordingin other days.
Storage Capacity ClickStorage CapacityYou can seffiefine the storage capacity by
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Parameter

Description

configuringStorage StreamHDD FullandAdd More (GB)

Storage Device Storage

Storage Stream [Main -

HDD Full @ Overwrite ©) Stop

Allocate(GB) | [1-13]
Add More(GB) 0

The space you have allocated can store videos about 0.02 day(s).

OK ] [ Cancel

For cameras onnected to NVR

@ NOTE

Thefollowing configuration is applicable only the cameras thathe Video Management Softwe
manages througla third-party NVR.
On the control panel =lect RecordingSchedule and then follow the steps shown in the figure

belowto configure a recordingchedulefor a camera directly connected to an NVR

Camera

@ ( i sae I(UJCUWTU ) (optional) Apply same

El [ Default Group
=g PCl
< PC2
]
El 3 NVRL

0

=6t Splect the

C=)® schedule to other cameras

Template Select Edit Template

[1] 2 4
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( Monday
Tuesday
Wednesday
Thursday
Friday

Saturday

=e"S desired camera

[00 00 ~10 ;20 [19 :15 ~23 ;59 [00 :00 ~00 00 [00 :00 ~00 :00 CopytofAl -

Sunday

© Draw arecording schedule )

\

For description of the key parameters, dé& cameras directly connected to the Video Management

Software

Manudly Record Videos

You carrecord and awe the videoplayingin awindowto yourclient PC as local recongs.
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@ NOTE!

You canset the default path and file formaunder System Configuratior> Audio & Video>
Recording

You can view the content of a local recording file by dragdito a live view window.

On the control panel, seletive View

Select thewindowwhere the desired video is being played.

3. CIiclE on the toolbarto start local recording

AlarmTriggeredVideo Recarding
When an alarm occurthe Video Management Softwateggers an actiotf storing recordings
automatically

Beforethe Video Management Softwatgegirs to record make sure that you havadded a storage

device (seeAdd a Storage Devipeto the system andconfigured storage resources and
alarmtriggered actiondor the associated camera.

= NOTE

You can set the duratn for storingalarm+triggered recorihgsin system configuration.

Playback

You can plagtored video recordngs of a camerain a window. First search for recoidgs, and then
clickan areain color (indicatinga time range with video recorded) to play tliecording While the

recordingis playing, you can control it by using the buttons on theording control toolbar and
playingfloating toolbar.
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@ NOTE!

During synchronous playback, frequergerations, such as pausing, resumirand setting playbac
speed degrade the synchronizing effect.

Play Back Remote Recordings

You carqueryand play backhe desired remote recordings by following the steps below:

1.
2.

3.

On the control panel, sele@layback

Click theDevicetab in the uppedeft corner and choose to query remote recordingsdaynera

or view.

By view:You can queryecordings fronthe cameras aved to a custom view. Before the query,
make sure that a recording schedule has been configured for the cameras in the view.

By cameraYou can queryecordings from a camera. Before the query, make sure that the
associated storagdeviceis communicatingproperly.

In the QueryTimearea, select the recording tyend date

@ NOTE

Currently, you can quersecordngs froma maximum ofL6 cameras at a time.lf you selectmore
than 16cameras, excessivenes will be ignored.

4.

In the lowerright pane, selecTimelineor File.

Timeline: You can drag the timelibar whenwatchingrecordings

File: You can vievecordings by file.

5. Clicl- to play therecordings, as shown in the following figure.

Local
View

Camera

‘.ZDE- 9.252. 2 TF Camera 24)
‘0205 9.252.2_IF Car
v - 9.252. Z_IF Camera 2€|
CShledt ca
‘.ZDE- 9.252 2_TF Camera 2F]
‘.ZDE- 9.252.2 TP Camera 2€]
‘0205 9.252.2_IF Camera 3C|

205, 9.252. Z_IF Camers 31

| =i 206.8.252.2_TF Camera 3¢

7

Query Time

<« 2017 » < March

sun  Mon  Tue Wed Thu

Recording Type All

Select the recording type
and date 2

03/17 12:00:00
«
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Recordng Control Toolbar

Thefollowing figure shows thescordng control toolbarin timeline mode

03/17 12:00:00

=

Timeline
Start Time Turation Recording Type
© I 206.9.252.2_IP Camera 26 +*
| 2017-03-17 00:00:00 07:36:15 General +
(| 2017-03-17 07:38:18 00:01:30 Alarm +
[ . 2017-03-17 07:37:48 01:26:18 General +
I~ B8 2017-03-17 16:59:32 00:00:25 General E
The following table describake buttons onthe toolbar.
Button Description

Playsrecordings by timeline or file.
_ “ Plays/Pausesecardings

Closes all windows playimgcordings

Controls the recordinglaying speed.

Normal playback.

Synchronous playback.

Smart search

Plays recordingin fullscreen modex

An area in coloindicates a timgangewith videorecorded You can lick
acoloredarea to view the recording.

Timdine. You can drathe timelinebar when watchingecordings.
- N

, Moves the timeline leftward and rightward.
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Button Description

T
Q Zooms out/in orthe timeline.
A

* Downloads files.

PlayingHoating Toolbar

Button Description

Takes sapshots.
Note: You can set the path to store screenslioSystem Configation.

Enables or disablatigital zoom

Note: Zooms irona region of the live videplayingin the current
window.

Clip video to download.
Note: For details, seBownload

Adjuststhe speaker volumer mutesit for the PC.

R LLERR R Gl | Bit rate and resolution of the current video.

2 NOTE
Before playinga recordng, you can setthe video transmission protocol based dne network
environment to improve the image quality.

Play Back Local Recordings

You can query and play back the desired local recordings by following the steps below:
1. On the control panel, sele@&laybak.

2. Click thelocaltab in the uppedeft cornerand select the desired camera

3. IntheQueryTimearea, selecRecordng, set the start and end time, and cli@uery.

4. Select the desiredecording and clic-, as shown in the following figure.
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I Camera |
JE":E'«‘e,u,c'cz
B ¥ =5 Default Group

=ZIPC1

=g 1PC2

B 56

Query Time © [ 1pc3
StartTime  2015/7/7 0:00:00 FIEE
EndTime 2015/87 235959 S §
* Recording Plﬂure‘ Query

Start Time Tharation

2016-02-22 14:13:06 00:00:08
2016-02-22 14:57:53 00:00:05
2016-02-22 14:58:07 00:00:02

@ NOTE!

Fordetails about the toolbar, seRecordng Control Toolbaand PlayingHoating Toolbar.

View Local Snapshots

You can query and view the desired local snapshots by folipthim steps below:

1. On the control panel, sele&layback

Click theLocaltab in the uppe#left corner and select the desired camera.

2
3. IntheQueryTimearea, selecPicture set start and end timesand clickQuery.
4

Select the desired snapshot to view iretwindow, as shown in the following figure.
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Cluery Time

Download

To download a recordinfje:
1. On the control panel, sele&layback
2. Click theDevicetab in the uppedeft corner.
3. Create a download task.
Clip and download

In the playback tool barclick  to startclipping, and then click  to stop.

In file mode

Select the desired recording file and cl ¥ .

In camera mode

Select the desired camera and cl * , or selectDownload from the shortcut menu in the

playback windowSpecify the start and end time, and doNoad the recording.

4. Click in the lowerleft corner. In theTask Managementdialog box, you can mage the

download task on th&®ecording Downloadiab.
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